MT11 & MT22 & MT23 Soft Dome Tweeter

MT11 Specifications

Sensitivity Mag - dB SPL/watt
Nominal Power Handling 8ow ' [/I
109.0 =t -1 :
Transient Power - 10 ms 250w h ; s
- Y 104.0-4 : s
Nominal Impedance 99041 , A
Sensitivity (2.38V/ 1M) 91dB 0401 : 0
1800-22000 ol CE N
Frequency Response - 89.0-4 ‘- ATk =
Resonance Frequency 950 HZ 84.0-4 / - AP
Voice Coil Diameter 28VM (119" 0ttt B
Voice Coil Former Aluminum ;:g : N;j 45°
Voice Coil Wire Copper 64'0 1
- A
Number of Layers 2 s00.!
Magnet System Neodymium overplot : T
Dome Material Soft Dome 300.0 1000.0 Log Frequency - Hz 100000  20000.0
MT22 Specifications
Nominal Power Handling 110W
Transient Power - 10 ms 300w Sensitivity Mag - dB SPLiwatt
Nominal Impedance 4 OHM : M
— 109.0 lé
Sensitivity (2.38V/ 1M) 91dB 104.0 .
Frequency Response 1600-25000 99.0 o A
Resonance Frequency 950 HZ 94.0 W\
Voice Coil Diameter 28MM (118") 89.0 S
Voice Coil Former Aluminum 84.0 V4 i
9.0
Voice Coil Wire Hexatech !
) 74.0
Aluminum 69.0
Number of Layers 2 64.0
Magnet System Neodymium 59.0
h
Dome Material Acuflex Coated ~ ©overplot L
Soft Dome 300.0 1000.0 Log Frequency - Hz 10000.0  20000.0
MT23 Specifications
Nominal Power Handling 130W
T " Sensitivity Mag - dB SPL/watt
ransient Power - 10 ms 350W T M
Nominal Impedance 6 OHM 108.0 ; ;
Sensitivity (2.38V/ 1M) 91dB 103.07+4 s
98.0-4 A
Frequency Response 1400-25000 B 0°
97.3 11
Resonance Frequency 950 HZ an . OO A ;7.,{;:_/4:&«/\
Voice Coil Diameter 28MM (1158”) g3t { SN 30°
I *, <
Voice Coil Former Aluminum 7841 \é
Voice Coil Wire Hexatech 7344 A -
Aluminum 68 E“*/ &
Number of Layers 2 63 K
58—-1
Magnet System Double !
Neodymium overplot Lt
Acuflex Coated 300.0 1000.0 Log Frequency - Hz 10000.0
Dome Material Soft Dome
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